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Coping Units
Alternative Uses

1 2In a Pillar As a Corner

Fig.2

When constructing pillar coping units should be used through-
out to break-up repeating bond patterns. A Coping layer should 
be place every 2-3 layers. For more information on constructing 
pillars see FlagStack Installation Guide - Integrated pillar

Coping units may also be integrated into the corner to enhance 
the appearance and add stability. When constructing a seat 
wall, centre align the coping unit with the unit below; it will
protrude slightly but add to the rustic appearance of the wall.
In retaining walls the coping unit may be set back into the rein-
forcement zone, so that the front & side are flush with the rest 
of the corner. Simply remove the alignment knob with a chisel if 
there is a conflict.

Note:Note: All components should be secured with approved concrete adhesive.All components should be secured with approved concrete adhesive

FigFigFFFigFigFigFigFFigFFFFigFFiFFFFFFigFFigFFigFiFigFiFiFigigigggggggggggggggggg.1.1......

3 4In a Wall As a Ledge

When Integrating a Coping unit into a seat wall, centre align the
coping unit with the unit below; it will protrude slightly but add to
the rustic appearance of the wall. In retaining walls the coping
unit may be set back into the reinforcement zone, so that the
front is flush. Abut with short corner units on either side. Simply 
remove the alignment knob with a chisel if there is a conflict.

Ledges in your wall can add design and functionality. Place the
Coping unit so that it overhangs approx. 2.5-3”(60-75mm) and
abut with short corner units on either side. Simply remove the 
alignment knob with a chisel if there is a conflict. Larger ledges 
up to 4.5”(115mm) may be created in garden or retaining walls
where the back of the wall will not be visible.
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